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MATCH CHANNEL SLOPE
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NOTES

1. USE COATED DEFORMED BILLET STEEL BARS
CONFORMING TO AASHTO M 284 OR M 111 AND M 31
GRADE 60 RESPECTIVELY.

2. USE 18"

DIA. PIPE RISER UNLESS OTHERWISE SPECIFIED.

3. TYPE 11 CEMENT (LOW ALKALI) REQUIRED.

4. FOR GRATE AND FRAME SEE STD DWG GF 3.

5. USE STRAIGHT #5 REBAR AT 18" CENTERS EXCEPT AS NOTED OTHERWISE.

CUT AND FIELD BEND BARS WHERE NECESSARY TO CLEAR PIPES.

6. REPAIR ANY DAMAGE OR CUTS TO EPOXY COATING.

DESIGN DATA

HS 20 OR INTERSTATE ALTERNATE LOADING IN ACCORDANCE
WITH AASHTO 17+h EDITION SPECIFICATIONS.

STRUCTURAL STEEL: Fy = 36,000 psi

STRUCTURAL CONCRETE: flc = 4,000 psi
fy = 60,000 psi
n = 8

QUANTITIES

SEE TABLES ON STD DWG CB 7B

APRON

SEE STD DWG CB 7B
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